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The white block-out for trade fairs and shopfitting

Our double-sided printable block-out with a white reverse side is ideal for opaque applications such as  
ex-hibition stands, shop fittings and ceiling hangers. 
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Characteristics

•	 available ex-stock in widths of 320 and 505 cm
•	 printable on both sides, with white back
•	 brilliant colour reproduction
•	 excellent running and printing properties for UV and latex printing
•	 sublimation printing is possible, there may be a colour bleed-through 

onto the coated reverse side
•	 weight: 330 g/m²
•	 opaque and light-proof
•	 soft feel and high crease recovery
•	 very durable, scratch-resistant back
•	 slight elasticity in length and width
•	 100% made in Germany

Certificates

•	 flame retardant according to EN13501 
•	 STANDARD 100 by OEKO-TEX, product class 2 (skin contact)

Washability / durability of the coated reverse side

It is not recommended to wash the product as, depending on the ink used, abrasion of the colourant cannot be ruled out. The adhesion of the ink should be 

checked before use in order to achieve optimum results.

To ensure the durability of the backing, we recommend avoiding pointed or sharp objects and not dragging them across the surface. This keeps the coating 

in perfect condition and ensures optimum results. When using solvent-based adhesives, it is advisable to carry out a test for interactions with the coating in 

advance. 
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technical data

WhiteNight | 7034WWFS 

product video

https://g-o-friedrich.com/en/produkt/7034wwfs-whitenight
https://g-o-friedrich.com/en/produkt/7034wwfs-whitenight
https://www.youtube.com/watch?v=OkVbFGOS1dQ
https://www.youtube.com/watch?v=OkVbFGOS1dQ
https://g-o-friedrich.com/en

